
AP004-SD Stationary Solenoid program manual  
1 How to Program the AP004-SD Stationary solenoid decoder for DCC Operation 

 
In order to use a DCC controller to control each point solenoid, a specific address needs to be given to 
that particular solenoid . The AP004-SD stationary decoder sets up the addresses in groups of 4 
consecutive addresses. The following are instructions for how to program the turnout addresses. 
To determine the address, you key in the solenoid number on the DCC controller 
 
Program on the Main Line (Ops Mode) 
 

1. Turn on the DCC command station and the AP004-SD. The four output lights will illuminate for short 
sequence. The DCC blue indicator square will illuminate. 

2. Switch your DCC controller to accessory address mode, choose an address (e.g. 4-2048) and key 
in that address. 

3. Press the only button on the AP004-SD stationary solenoid decoder, wait for 1 second and release 
the button. You will then notice then the green LED light starts to flash. 

4. Press one of the on or off buttons on the DCC controller (see section 7.3). You will notice that 
the LED will stop flashing. The decoder will accept that address, fill in the rest of 3 addresses 
and exit the programming mode. This completes the DCC address programming. 

EXAMPLE 
If you key in the address of 28, Output 4 will be programmed with this number. The solenoid addresses will 
be output 28 4 = 28, output 3 = 27, output 2 = 26, and output 1 = 25. 

1.1.2 Program on the Programming Track 
The method shown above for OPS MODE programming is by far the easiest method as there is no 
feedback required when programming. 

1.2 How to Throw a Point  

LD101 
Select the address that you wish to configure. Toggle the on or off button on the LD101 to set the 
address. Once the LED on the on/off button stops blinking, the AP004-SD has successfully 
completed the programming. 

Digitrax 
Press "Switch", key in the accessory number, and then press "C" or "T" to throw the switch. 

Easydcc (CVP) 
Press "*", Press “#", enter accessory number, Press "#", and then press "N" or "R", to throw the 
switch. 

Lenz 
Press "F", press "5", key the accessory number, and then press"+" or"-" to throw the switch. 

NCE 
Press "SELECT ACCY", key the accessory number, press Enter, and then press "1" or "2" to 

throw the switch. 
 
For other DCC systems, refer to the operator manual for that system. 

Power Requirements:  
The AP004-SD requires an additional 12V-16v DC power supply. The DCC signal 
provides only the DCC commands to the stationary decoder 
The auxiliary while input 12V- 16vDC power is necessary to switch the turnouts. This 
additional power supply helps prevent overloading your DCC command station. 


